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CONSTRUCTION DETAILS

final grade.

instal{ation of pavement markings.

/

Geometrics shall be confirmed prior to the installation of
signal equipment. All signal sequipment to be instatled ot

Loop detectors and conduits shall be installed prior to the

Pavement markings detailed are proposed and are to be

instal led by the Contractor in accordance with S.H.A. standards.
Al other pavement markings will either be installed as part

of the Developer’s project or are to be considered as existing.

A. Use existing base mounted cabinet/controllers and ail attached equipment.

4, Revision ' C ' is a revision to the traffic signal built in

B. Use existing steel strain pole. Pull back existing 2-conductor aluminum shielded cable
- . s . \ I June: 1973 under S.H.A. Contract No.:H-622X-457.
from existing loop detectors and rerun in new conduit back fo existing loop detector. o
, .o . 5. Al1 underground and overhead utilities shown on these plans are
C. Instali new handhole on existing conduit run. .
schematic and are not to be considered complete. The Contractor
B. install handhole. hall b ‘ble Ly 1 utilit . or 4
E. Install 24 in. wide pavement marking - white for stop line. ond + efiesponslh i TT ni.:'z{ng ? E fli y+02m?0ﬂ;:5 zT’?z ©
F. Install 2 in. polyvinyl chloride [Schedule 80] electrical conduit - trenched. COnSTrUETion 50 That d . uritities may ? ocared In 1he fe )
— , o A . . I+ the Contractor perceives that a conflict between the utilities and
G. lse existing handhole Splice existing foop detector to 2-conducter aluminum shieided cabie. S . .
. . . ] the fraffic signal equipment will occur. the Contractor shall notify
H. Use existing span wire and install sign as show AN i \ate Proiect Engi e diate]
J. Use existing coduit. qﬁ\\ e appropriate Project Engineer immediately.
K. se existing conduit and install new conduit on existing conduit run. \\c
L. Remove existing handhois.
M. Cop and abandon existing conduit. g?ﬁ =~ Located
3. Instaled by others. 1320 ++
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